
Surface Drifting Lagrangian Buoys (Drifters)
SVP/30H, SVP-B/30H, SVP/40H, SVP-B/40H

Functionality

Sensors

Sea surface temperature

Range -5 to +35°Ñ

Accuracy +/- 0.1°Ñ

Resolution 0.08°Ñ

Air pressure (SVP-B/30H, SVP-B/40H)

Range 850 to 1050 hPa

Accuracy +/- 1 hPa

Resolution 0.1 hPa

Measurement interval hourly

Sensors activation at round hours

Communication
Satellite system Argos or Iridium

Operation
Environment temperature -30 to +50°Ñ

Lifetime

Additionally Doppler effect

The study of water circulation in the upper layer of the open ocean areas and
monitoring of hydrometeorological parameters with data transfer through
satellite. The buoys are equipped with an underwater Holey Sock drogue and fully
agree with technical standards for SVP and SVP-B drifters.

SVP/30H, SVP-B/30H 18 months at least

SVP/40H, SVP-B/40H 24 months at least

Deployment drop from a running ship

Construction
Battery alkaline

Activation switch removable magnet

Drogue

Drogue depth 15 m

Drogue height

SVP/30H, SVP-B/30H

SVP/40H, SVP-B/40H

6.1 m

5.5 m

Holey Sock

DAR* 40 at least

Dimension, weight ( in the package for automatic deployment)

SVP/30H, SVP-B/30H

SVP/40H, SVP-B/40H

65 x 65 x 60 cm, 20 kg

93 x 93 x 60 cm, 36 kg

Argos or Iridium SVP/30H

SVP/40H

In the package for automatic

deployment

SVP-B/30H

SVP-B/ 0H4

Hull

SVP/30H, SVP-B/30H

SVP/40H, SVP-B/40H

34 cm

41 cm

*DAR (Drag Area Ratio) - ratio of drogue drag area
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to the total drag area of non drogue elements of 

drifter

Position data (GPS/Glonass)

GNSS receiver GlobalTop Titan3


