
AUTONOMOUS WEATHER  STATION

icemeteo/20P, icemeteo/20PС

MARLIN-YUG
www.marl in-yug.com

Upon additional request, various versions are available for 
the lifetime, set of sensors, design of the mast, etc.

Functionality 

Weather observations in hard-to-reach regions, including on drifting ice fields.

Sensors
Position data

GNSS receiver Quectel L86

Air pressure
Range 850 to 1055 hPa 
Accuracy ± 3 hPa
Resolution 0.1 hPa

Measurement interval 10 min or 1 hour
Sensors activation at round hour

Communication
Satellite system Iridium

Operation 
Environmental temperature -40 to 60°С

Lifetime 3 month at least

Construction
Battery alcaline

Activation switch removable magnet

Tripod mast with sensors

Height 2.2 m
Weight 10 kg

Wind speed mean / max 

Range 0 to 50 m/s

Accuracy ± 0,5 %

Resolution 0.1 m/s

Wind direction
Range 0 to 360°
Accuracy ± 3°
Resolution 1°

Air temperature
Range -40 to 60 °С  
Accuracy ± 0.5 °С 
Resolution 0.1 °С 

Data logger

Diameter 230 mm
Height 290 mm
Baroport height 250 mm
Rod height 500 mm
Rod diameter 40 mm
Weight 9 kg

Compass

-180 to 180°
Resolution 1°

(icemeteo/20PC)

Axis X (pitch)
Range

-90 to 90°
Resolution 1°

Axis Y (roll)
Range

0 to 360°
Resolution 1°

Axis Z (heading)
Range

Weater Station Kit
Tripod mast with wind sensors, air 
temperature sensor, compass 
(icemeteo/20PC) and interface cable

Data logger

Set of mast mounting elements

Manual

Shipping package
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 icemeteo/20PС
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